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The dissolution and corrosion of iron and certain types of steel can involve the propagation of electrochemical
waves. Low-carbon steel plates covered by nitric acid solutions self-organize pseudo-two-dimensional wave
patterns which share many features with reaction-diffusion waves in excitable systems. Here, we investigate
the dynamics of these electrodissolution waves in the presence of geometrical constraints. A simple procedure
for the preparation of insulating, millimeter-scale obstacles is presented, which allows the controlled, local
protection of the metal surface. This method is used in the measurement of the material consumption rate per
wave [(850( 50) nm/wave or 6-7 g/(m2 wave)] as well as for the study of front propagation through narrow
gaps and long channels. In channels, the wave velocity decreases with decreasing width from 10 to 4 mm/s.
Propagation failures occur within the channel if its width is smaller than 0.2-0.4 mm. These results indicate
that the obstacles have sink-like boundaries. For the estimation of the critical nucleation size in this system,
we prepared short and narrow gaps that induce wave blockage for openings smaller than 0.65( 0.1 mm.

1. Introduction

Spatiotemporal patterns are found in a variety of nonequi-
librium systems and range from stationary Turing structures to
chemical turbulence.1-3 An essential feature for pattern forma-
tion in these systems is that the underlying reaction mechanism
involves nonlinearities such as autocatalysis or surface-phase
transitions. The second, important feature is that the local
reaction dynamics must be spatially coupled by transport
processes. Two widely studied chemical systems that fulfill these
criteria are the Belousov-Zhabotinsky reaction4,5 and the CO
oxidation on platinum.6,7 These reaction-diffusion systems as
well as many other chemical and biological media show
dynamically similar phenomena such as propagating fronts,
target patterns, and rotating spiral waves.

Pattern formation also occurs in electrochemical systems
where it has attracted considerable interest.8-10 Electrochemistry
is an ideal playground for the study of dynamic instabilities
because here most experiments are carried out under conditions
far from thermodynamic equilibrium. It is therefore not surpris-
ing that the majority of known bistable, oscillating, and chaotic
reactions is found in electrochemistry.8 In addition, spatial
coupling is intrinsic to most processes that occur on the surface
of electrodes because local changes in the double-layer potential
induce migration currents that can affect significantly the
dynamics at other locations. The range and the strength of this
spatial coupling are determined by parameters such as the cell
geometry, the external resistance, and the conductivity of the
electrolyte.10 In many standard electrochemical applications, the
setup creates strong, long-range coupling through the electrolyte,
which hampers the formation of pronounced spatial patterns.
For the case of weak, long-range coupling, however, complex
spatiotemporal oscillations11-14 as well as accelerating15 and
“remote-triggered” fronts16 have been observed. Short-range or

local coupling can be achieved by establishing an equipotential
surface (e.g., the counter electrode) or similar boundary condi-
tions in close distance to the working electrode. Consequently,
changes in a particular point affect only its immediate neighbor-
hood, which is formally similar to diffusion-induced coupling.
Under these conditions, traveling fronts and other structures can
form on the electrode surface that are closely related to patterns
known from reaction-diffusion media.

The classic examples of wave propagation in electrochemical
systems are found for the electrodissolution of certain metals
and alloys such as nickel, cobalt, iron, and steel.18-21 The surface
of these metals can be passivated by a self-organized oxide film
which prevents or minimizes dissolution.22,23 A local damage
of this protective film, however, forms an anodic region which
can nucleate a propagating front. This type of electrochemical
wave was first discovered for the iron-nitric acid system where
dissolution fronts travel along metal wires with speeds of up to
4 m/s.21 Each dissolution front is typically followed by a trailing
repassivation zone in which the excitable (passive) state of the
surface is recovered. It should be noted that the repassivation
front can move faster than the leading activation front.24 The
formation of electrochemical waves is not limited to thin metal
wires but has also been observed on planar electrode surfaces.
For example, Otterstedt et al. studied the dissolution of cobalt
ring and disk electrodes and detected fronts that rotated around
a central reference electrode.25,26More recently, rotating spiral
waves have been observed under open-circuit conditions on
nitric acid covered, low-carbon steel plates.27 These vortices
are similar to spiral waves in reaction-diffusion systems.
Therefore, the iron-nitric acid reaction seems to be a good
model for the detailed investigation of electrochemical wave
propagation under short-range coupling. However, it should be
noted that the employed open-circuit conditions limit the
controllability of the system.

In this paper, we investigate the influence of geometrical
constraints on the traveling waves in the iron-nitric acid system.
The broader motivation for applying such constraints to a self-
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organizing medium stems from the desire to optimize the
catalytic performance of a system or to stabilize its dynamic
behavior in terms of controlled pattern formation. This general
approach has therefore caught considerable interest in the field
of heterogeneous-catalysis research.6,28 In addition, studies of
the Belousov-Zhabotinsky reaction demonstrate that obstacle-
patterned excitable media can induce anisotropic front propaga-
tion,29 nucleate spiral waves,29,30 or mimic certain features of
heterogeneous cell cultures.31 Moreover, experiments with waves
exiting from thin channels into large systems have proven to
be a valuable tool for the analysis of reaction fronts.32-34 These
experiments yield the critical (i.e., minimal) radius of a super-
threshold perturbation required for successful wave initiation.
The existence of such a critical radius is well established for
reaction-diffusion systems.35,36However, neither experimental
nor theoretical studies have been dedicated to the critical size
of perturbations in electrochemical systems, and also, the
systematic investigation of patterned electrodes is still in its
infancy.37 The main purpose of this paper derives itself from
this lack of experimental analyses and the prospect of obtaining
useful insights into the dynamic stability of passivation films
against localized perturbations.

2. Experimental Section

All experiments are carried out with low-carbon steel plates
(McMaster-Carr -C1018: ∼0.15-0.20% C,∼0.60-0.90%
Mn, <0.040% P,<0.050% S) which are covered by a thin (∼0.3
mm) layer of nitric acid (Fisher). Two different concentrations
of nitric acid (11.2 and 11.9 M) are considered in this
investigation. The dimensions of the steel plates are 5.1× 10.2
× 0.3 cm. No external electrodes are employed. As described
in a recent paper,27 this open-circuit system can form propagat-
ing waves of dissolution that are readily detected by the unaided
eye. This feature allows the use of optical techniques that yield
data of high spatial resolution. Here, we used a monochrome
CCD (charged coupled device) camera and digitized the video
signals with a PC-based frame grabber board (Data Translation;
640× 480 pixel resolution with 8 bit/pixel) for further image
processing. The complementing measurements of dissolution
rates are carried out with a profilometer (Tencor, Alpha-Step
200).

At room temperature, the reaction of iron with nitric acid
can be very violent. Fast waves of active dissolution appear
spontaneously and render the system uncontrollable and danger-
ous to handle. Along with a rapid dissolution of the metal, a
strong release of thermal energy exacerbates the problem. To
slow the reaction, the temperature of the system is kept constant
at 0 °C during all stages of the experiment. The detailed
experimental procedure involves three different phases: (i) the
prepassivation of the steel plates, (ii) the preparation of the
obstacles, and last (iii) the main experiment.

Initial attempts showed that it is useful to passivate the steel
surface before any obstacles are applied. This prepassivation is
carried out in solutions of nitric acid in which the concentration
of the acid equals the one in the subsequent experiment. The
plates are immersed in the solution and left undisturbed to
passivate for 10 min. After this time, they are transferred to a
distilled water cleaning dip. This step is necessary to avoid the
spontaneous formation of waves during the sudden change in
the environment. The plates are rinsed with acetone to remove
any dissolved metal that remained on the surface and quickly
dried to prevent corrosion.

After completion of this prepassivation procedure, thin,
insulating obstacles are applied to the steel surface using

pressure sensitive adhesive. We explored numerous approaches
to create suitable obstacles that show sufficient acid resistance.
On the basis of these experiments, we converged to a very
simple technique in which masks of transparent, acid-resistant
film are cut from common self-adhering plastic tape (3M) to
form the desired obstacles. Two basic shapes of obstacles are
devised to study the wave propagation in this system. Both of
them divide the steel surface into two equally large domains
with a narrow opening connecting them. The first type of
obstacle creates a “channel” between the two domains. It is a
long (1.9 cm) but narrow (0.2-4.1 mm) gap between the parallel
edges of two rectangular obstacles. The second type of external
constraint will be referred to as “gate” and consists of two
triangular obstacles. Their slanted sides create a K-shaped
structure with a narrow passage of very short length (less than
2 mm) at the center. The steepest angle (∼30°) of the triangles
points toward the center of the opening. The tips of the triangles
are slightly truncated to ensure better adhesive properties of
the mask. Using an optical microscope, the width of the opening
(0.2 and 2.5 mm) is measured before and after the experiment.
In a few experiments, the mask became partially removed from
the metal surface and the corresponding data had to be discarded.
In most cases, however, the obstacles adhered well to the metal
and the channel width remained constant throughout the
experiment.

The actual wave experiments are conducted according to the
following procedure. A prepassivated, obstacle-patterned plate
is placed into the nitric acid solution. After the sample has
reached thermal equilibrium, a first wave is initiated by touching
the nitric-acid covered surface with a zinc ribbon. Notice that
the thickness of the nitric acid layer is sufficient to wet the entire
upper surface of the obstacle. We found that the first wave
propagates slightly faster than the subsequent ones. For this
reason, data from the first wave are excluded from the presented
analyses, with the exception of the measurements of dissolution
rates. The waves are initiated approximately 2 cm from the
entrance of the obstacle, which is sufficient to obtain a nearly
linear front at the gap. After each wave, the sample is again
submerged into the nitric acid solution and left to recover for
at least 2 min. Each particular steel sample is typically used
for five experimental runs.

3. Results

Figure 1 shows four consecutive snapshots of propagating
waves on a nitric acid covered steel surface. In the experiment,
the waves appear as brownish dark bands that travel over the
grayish steel surface with speeds of approximately 1 cm/s. This
particular example reveals two spiral waves with opposite sense
of rotation. A large, square obstacle, in the upper right-hand
section of the figures constraints the space accessible for
propagating waves by electrically insulating the metal surface
and by mechanically protecting it from dissolution. The
counterclockwise rotating spiral on the left (most pronounced
in Figure 1d) evolves without any signs of interference from
the distant barrier. The tip of the second spiral wave, however,
clearly follows the boundary of the insulating obstacle. Notice
that the spiral tip extends all of the way to the boundary, which
indicates that no significant amounts of inhibitory species are
released from the plastic film into the system. The transparent
character of the film allows us to further evaluate the state of
the metal underneath the obstacle. These visual observations
show no evidence for active corrosion that could conceivably
emanate from the dissolution wave into the protected surface
area.
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To obtain further insights into the specific nature of the
obstacle-wave interaction, we carried out systematic measure-
ments of the front-mediated material consumption. In these
experiments, 5-50 waves are sequentially initiated on steel
surfaces that hold simple rectangular obstacles. After completion
of the experiment, the plastic film is carefully removed from
each plate. The resulting steel samples show striking patterns
on their surfaces, which match the original geometry of the
obstacle. We observed that the uncovered areas have a brighter
somewhat polished character, whereas the light reflection from
the protected areas is unchanged with respect to the original
plates.

The surface topography of the samples is analyzed using a
profilometer. Figure 2 shows typical height profiles across the
boundary of the (removed) obstacles. The two plots differ in
the number of waves,N, that were initiated on the corresponding
samples (N ) 30 and 50 in Figure 2 parts a and b, respectively).
As expected, we observe a loss of material in the unprotected
region (x < 1000µm), which gives rise to a step in the surface
height. None of the numerous samples used in this study showed
any indications for dissolution underneath the obstacle. A

comparison of the step heights in Figure 2 reveals that the height
difference increases with the number of dissolution waves that
annihilate at the obstacle. It should be noted that the step width
(200 µm in Figure 2a) is significantly decreased for smaller

Figure 1. Wave propagation on the surface of nitric acid covered steel.
The sequence shows two rotating spiral waves of dissolution. The spiral
on the right-hand side travels along the boundary of a thin, rectangular
obstacle. Image size, 6.1× 2.9 cm2; time between frames, 0.4 s; [HNO3]
) 11.9 M.

Figure 2. Height profiles across the boundary of insulating obstacles.
The steps are created by collisions of numerous dissolution waves with
the boundaries of the insulating obstacles. The obstacles were removed
from the surface prior to the profilometric measurements. The total
number of the waves areN ) 30 in (a) andN ) 50 in (b).

Figure 3. Height difference of the surface step (∆h), which is
proportional to the total numbers of electrodissolution waves (N)
creating the step at the boundary of an obstacle. The inset shows the
corresponding consumption rates per wave and unit area. The data are
obtained for [HNO3] ) 11.2 M andT ≈ 0 °C.

7358 J. Phys. Chem. A, Vol. 105, No. 31, 2001 Agladze et al.



numbers of dissolution waves. Another interesting feature is
that the waves reduce the surface roughness in the unprotected
areas, which explains the aforementioned difference in the
optical characteristics. This effect is most noticeable for the first
10 waves, whereas subsequent dissolution events do not succeed
in further “polishing” the surface, possibly because of inhomo-
geneities of the complex steel structure.

Figure 3 shows the change in surface height at the obstacle
as obtained from experiments with different numbers of waves.
The plot reveals a proportional dependence between these two
quantities and yields an average height loss of 850( 50 nm/
wave. On the basis of the density of the low-carbon steel (7.8
g/cm3), this value translates into an average material consump-
tion rate of 6.7 g/(m2 wave). The corresponding data are shown
in the inset of Figure 3. The largest deviation (12%) from the
average material consumption rate is found for the first five
waves. This still minor deviation is possibly related to the
decrease in surface roughness described in the context of Figure
2 because a microscopically uneven surface is more susceptible
to electrodissolution and gives rise to a slightly increased

material consumption rate. It should be noted that the electro-
chemical smoothening (electropolishing) and the electroetching
of surfaces are well-known phenomena, which are used for a
broad variety of applications.38 Nevertheless, neither of these
two phenomena have been discussed in the literature for the
case of electrochemical wave propagation.

The results presented in Figures 1-3 clearly establish that
the insulating film acts as an adequate obstacle, which locally
prevents electrodissolution but allows wave propagation even
in very close distance to its boundary. Nonetheless, they also
reveal a potential problem which could arise from variations in
surface height within the immediate vicinity of the boundary.
This feature, however, is intrinsic to any electrodissolution
process and therefore unavoidable. To minimize complications
that could conceivably arise from these surface variations, the
following data are obtained from experiments in which each
sample is used for less than 10 wave initiations.

Another interesting feature of obstacle-patterned electro-
dissolution systems is found from experiments on wave
propagation through narrow channels. Figure 4 summarizes a

Figure 4. Successful propagation of an electrochemical wave through an unprotected channel. At the exit of the channel, the small dissolution
pulse transforms into a semi-circular front. (a) Bright-field image of the obstacle-patterned metal surface; (b-i) sequence of image-processed
frames in which dark gray levels indicate regions of increasing dissolution rate. Field of view, 3.4× 4.9 cm2; time between frames, 0.4 s; [HNO3]
) 11.9 M.
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typical experiment in which a wave propagates successfully from
one large domain into another by passing through a relatively
wide corridor. The shape of the insulating obstacles is shown
in Figure 4a. The length and the average width of the passage
are 19.0 and 2.0 mm, respectively. Figure 4b-i shows a
sequence of eight images in which a solitary wave enters (b)
and traverses the channel (d-g) successfully. Once the confined
wave segment has reached the exit (h), it transforms into a
semicircular wave (i), which continues to propagate through
the unprotected, right domain. The time between consecutive
snapshots is 0.4 s. To enhance the clarity of the presented data,
subsequent video frames (∆t ) 0.2 s) were subtracted from each
other. This subtraction generates low gray levels in regions in
which the image intensity decreases with time. Therefore, dark
areas indicate the front position.

The behavior of the wave within the channel depends
profoundly on the width of the unprotected corridor. Figure 5b-i
shows a sequence of eight consecutive snapshots from an
experiment in which the channel width (0.25 mm) is signifi-
cantly smaller than that in the example of Figure 4. Like in the
earlier example, a bright-field image of the obstacle is given in
Figure 5a and the following data (b-i) are obtained by image
subtraction. Under the constraints of this narrow pathway,
electrochemical wave propagation fails and the dissolution front
does not succeed in exiting into the right domain. Notice that
the propagation failure occurs not at the end of the channel but
approximately 11.0 mm away from the entrance, which corre-
sponds to 60% of the channel’s total length. Figure 5 illustrates
an another remarkable phenomenon, which we only observed

in the case of propagation failure. After the propagation of the
dissolution front has stopped, the channel remains in a state of
active dissolution. This intermediate state is not well represented
by the image-subtracted data because it does not involve any
local intensity changes and simply generates a homogeneously
gray picture (Figure 5f). In the following, however, a white
“echo wave” is observed that travels in reverse direction back
toward the entrance of the channel (compare Figure 5g-i). This
phase-wave-like repassivation process appears to be more rapid
within the confined geometry of the channel. More importantly,
the propagation direction of the repassivation front is highly
unexpected because the area around the entrance was activated
prior to the area close to the last position of the annihilated
front. The detailed dynamics observed in this type of experiment
indicate that the obstacles influence the propagation of dissolu-
tion waves in a complex fashion. The boundary conditions along
the obstacles are clearly not associated with a simple no-flux
constraint but are rather reminiscent of sink-type boundaries in
the Belousov-Zhabotinsky reaction.29,32

To further clarify this important question, we carried out
systematic measurements of the wave speed in long, narrow
channels. Figure 6 shows the propagation velocity of solitary
electrodissolution waves as a function of the channel width for
two slightly different concentrations of nitric acid. For a channel
width larger than 2.5 mm, the wave speed is unaffected by the
presence of the insulating obstacles and equals 10 mm/s. For
narrower channels, however, the velocity decreases with de-
creasing width down to a value of 4-5 mm/s. If the channel
width is further decreased, propagation failures, similar to the

Figure 5. Unsuccessful attempt of an electrochemical wave to propagate through an unprotected channel. (a) Bright-field image of the obstacle-
patterned metal surface; (b-i) sequence of image-processed frames in which dark gray levels indicate regions of increasing dissolution rate. The
dissolution front vanishes between frames (e) and (f), and a repassivation pulse (white areas) is formed that travels in reverse direction (see black
arrows). Field of view, 2.6× 2.3 cm2; time between frames, 0.4 s; [HNO3] ) 11.9 M.

7360 J. Phys. Chem. A, Vol. 105, No. 31, 2001 Agladze et al.



one shown in Figure 5, are observed. We could not resolve a
significant dependence of the propagation velocity on the
concentration of nitric acid. However, our data indicate that the
acid concentration affects the critical width below which
propagation failures occur. These critical values are found to
be 200 and 400µm for [HNO3] ) 11.2 and 11.9 M, respectively.

The results presented in Figure 6 support our earlier sugges-
tion of a sink-type character of the employed obstacles. We
want to emphasize that the dependence of the propagation
velocity on the channel width is caused by the dilution of
transport fluxes within the dissolution wave. This effect has to
be distinguished from propagation failures that occur along

convex waves with high local front curvature. The latter
phenomenon has been intensively studied for excitable reac-
tion-diffusion media because it yields valuable information on
the characteristics of the system including the critical size of
circular, super-threshold perturbations.34-36 The challenge to
identify and characterize the analogy of this critical value for
electrodissolution systems is worthwhile because it would
specify the critical size of localized defects of the passivation
film. The channel geometry of Figures 4 and 5, however, are
not appropriate for an estimation of this critical size because
the amplitude of the dissolution front is affected by the
propagation through the relatively long corridor. We therefore
implemented a shorter, gate-like version of the channels, which
will be discussed in the following.

Figure 7 illustrates the successful propagation of an electro-
chemical wave through the narrow opening of such a gate. In
this image-processed sequence, the time between subsequent
frames is 0.4 s. The first frame (Figure 7a) shows a kidney-
shaped zone of repassivation (white area) left behind by a
solitary electrodissolution wave which was initiated by scratch-
ing the passivated steel surface with a zinc ribbon. Figure 7b
reveals a small half-circular zone of dissolution (dark area) that
is generated as the wave exits from the gap of the obstacle. As
shown in Figure 7c-f, this wave continues to expand into the
right domain where it eventually vanishes at the edges of the
steel plate. In this particular example, the gap has a width of
0.6 mm and a length of 2 mm. For the given experimental
conditions, these parameters are obviously super-critical in the
sense that wave propagation prevails despite an intervening
period of increased front curvature.

Compared to the case of wave propagation through long
channels, the decrease of the wave amplitude within the opening
of the gate is greatly reduced. Nevertheless, waves can still
vanish at the opening of the gate and, hence, fail to propagate

Figure 6. Average speed of electrodissolution waves in long, narrow
channels which decreases with decreasing channel width. Solid squares
and circles represent data from experiments with [HNO3] ) 11.2 and
11.9 M, respectively. Propagation failures are observed for channels
narrower than 0.2 mm (11.2 M) and 0.4 mm (11.9 M; for details, see
text). Length of the channel, 1.9 cm.

Figure 7. Successful propagation of an electrochemical wave through the unprotected gap of a gate-shaped obstacle. Here, the gap has length of
2 mm and a width of 0.6 mm. Dark and bright halftones indicate areas of increasing and decreasing dissolution rate, respectively. Field of view,
7.4 × 3.9 cm2; time between frames, 0.4 s; [HNO3] ) 11.9 M.
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into the adjacent, unobstructed domain. A typical example for
this behavior is shown in Figure 8. Here, the gap width (0.3
mm) is smaller than that in the experiment of Figure 7. The
first frame (Figure 8a) shows a dark region of active dissolution,
which approaches the opening of the gate-shaped obstacle from
the left. The adjacent white band arises from the trailing zone
of repassivation. The subsequent frame (Figure 8b) shows no
indications for a significant dissolution of metal in the right
domain and the repassivation zone on the left extends to the
boundary of the obstacle. Seconds later, the entire surface of
the metal is repassivated.

Numerous experiments were carried out to measure the
critical gap width for this type of obstacles. These measurements
show that waves are reliably blocked by openings with a width
smaller than 0.4 mm. On the other hand, waves pass through
the obstacle if the gap is larger than 1.0 mm. For gap sizes
within the intermediate range of 0.4-1.0 mm, the experimental
results are strongly affected by small perturbations. These
findings are summarized in Figure 9. The plot shows, for
different values of the width, the fraction of experiments in
which waves successfully passed through the opening of the
obstacle, i.e., the ratios of zero and one correspond to blockage
only and passage only, respectively. The presented data allow

us to estimate the critical diameter of highly curved, convex
dissolution fronts as (0.65( 0.1) mm.

4. Discussion

Only sparse data exist regarding the influence of boundary
conditions on spatially inhomogeneous processes on electrode
surfaces, and the few studies on this intriguing topic are usually
limited to the case of long-range (global) coupling.39,40 Our
results therefore close an important gap, in particular, since they
are obtained for wave propagation in a system with local (i.e.,
reaction-diffusion-like) coupling. Moreover, this study provides
the first quantitative data for the wave-dependent material
consumption in an open-circuit41 system and reveals the
existence of two types of propagation failures in electrochemical
systems. The first one occurs within the confined geometry of
narrow channels and involves an unusual “echo-like” repassi-
vation behavior. The second type of propagation failure is
observed at the exit of much shorter, gate-shaped obstacles. On
the basis of the presented measurements of wave-induced
material consumption, we are confident that our experimental
procedure excludes artifacts that could conceivably arise from
changes in the surface height around the boundary of the
obstacles.

The occurrence of propagation failures is closely related to
the characteristic features of the spatial coupling in electro-
dissolution systems. It is widely accepted that the interfacial
potential and the concentration of accompanying electroactive
species act as the autocatalytic activator and inhibitor variables,
respectively.42-46 The wave front is a spatial inhomogeneity in
these variables, which induces migration and diffusion fluxes.
The time scales associated with these fluxes differ significantly
and give rise to a fast transport of the activator and a slow
transport of the inhibitor. Accordingly, the wave propagation
is dominated by fast electromigration but also influenced by
slow diffusion. This caricature of electrochemical wave propa-
gation allows us to qualitatively discuss the nature of the
obstacle-wave interaction.

The observation of propagation failures within a narrow
channel (Figure 5) implies that the edges of the employed
obstacles are not Neumann (no-flux) boundaries because the
dynamics of a front oriented perpendicular to a Neumann
boundary does not differ from that of an infinitely long front.47

Hence, the insulating obstacles influence the propagation of the
dissolution front in a more complex fashion by modifying the
potential distribution and/or changing the diffusive flux. These
factors lead to a decrease in the wave amplitude, which
decelerates the electrochemical wave (Figure 6). If the amplitude
drops below a critical potential, the wave propagation ceases
and a propagation failure occurs. The subsequent formation of
an “echo-like” repassivation zone (Figure 5g-i), which moves
back toward the entrance of the channel, seems to be closely
related to the continuous decrease of amplitude within the
channel. One explanation is that the onset of the repassivation
process is influenced by the amplitude of the electrochemical
wave in the sense that low amplitudes induce premature
repassivation. Nonetheless, the origin of the unusual repassi-
vation dynamics in narrow channels could also involve slow
diffusive transport between the channel and the adjacent
obstacles.

The second type of propagation failure occurs at the narrow
opening of relatively short obstacles (Figure 8). These gate-
shaped barriers were investigated to minimize the decrease in
wave amplitude that occurs as the wave passes through the
unprotected gap. This type of obstacle also influences the

Figure 8. Example for a propagation failure at the narrow opening of
a gate-shaped obstacle. The dashed lines in (a) indicate the shape of
the insulating obstacle. Field of view, 3.5× 4.1 cm2; time between
frames, 0.4 s; [HNO3] ) 11.9 M; length and width of the unprotected
gap, 2.0 and 0.3 mm, respectively.

Figure 9. The occurrence of propagation failures strongly depends
on the width of the unprotected gap. The abscissa denotes the fraction
of the number of experiments in which no propagation failures occurred
with respect to the total number of experimental runs, i.e., unsuccessful
passage through the obstacle is represented by a ratio of zero. The
ordinate denotes the width of the unprotected gap within the gate-shaped
obstacles. Length of the gap, 2.0 mm; [HNO3] ) 11.9 M.
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electrochemical features of the system, but the undesired
perturbations are expected to be of minor relevance. We suggest
that in this case the propagation failure occurs immediately after
the dissolution front exits from the gap. During this stage, the
wave attempts to form a highly curved, semicircular front in
which the fluxes in forward direction are significantly dimin-
ished. This “defocussing” of electromigration appears to be the
most probable candidate for the origin of the observed propaga-
tion failures (Figures 8 and 9).

The critical width below which waves fail to pass through
the gate-shaped obstacle is approximately 0.65 mm. In this
context, it should be noted that comparable experiments under
potentiostatic control could increase the reproducibility and,
hence, the accuracy of the measurement (see Figure 9). Although
the above value is obtained for one particular set of experimental
parameters (i.e., steel quality, concentration of nitric acid, etc.),
it seems reasonable to assume that its magnitude is representative
for a broader spectrum of conditions. Furthermore, we suggest
that this critical value could have a significantly more general
relevance. The underlying problem can be formulated as a
simple question: “What is the minimal size of a defect that
can activate a large portion of a passivated metal surface?” or
alternatively “What is the maximal size of a defect that can
undergo self-healing and reconstruct its passive state without
affecting other areas of the metal surface?” For the classic iron-
nitric acid system, an approximate answer to this intriguing
question is provided by the critical size of half-circular waves
generated at the gate-shaped obstacles. However, this explor-
atory study is only one of the first steps toward a more thorough
understanding of the nucleation and propagation of electro-
dissolution waves as well as of their dynamics on surfaces with
nontraditional constraints.
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